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See Festoon Catalog For Control Trolleys

Base Kits
(Includes Base, Receptacle and Flat Cable Bushing for FC-816 Festoon Cable)

Part Number Recommended Flat Cable Size
CT-8 BASE KIT (1) FC-816
CT-16 BASE KIT (2) FC-816*
CT-24 BASE KIT (3) FC-816

Panel Base
(For Enclosure or Panel Mounted Control Applications. Add Desired Receptacle)

Part Number Cut-Out Size
CT-8 PANEL BASE 1.375 in. x 2.5 in.
CT-16 PANEL BASE 1.375 in. x 3.375 in.
CT-24 PANEL BASE 1.375 in. x 4.375 in.

Hood Kits
(Consists of Hood, Connector and Round Cable Bushing for Plug Side Quick Disconnect)

Part Number Round Cable Size
CT-8 HOOD KIT RPC-1216
CT-16 HOOD KIT RPC-1216 RPC-1616
CT-24 HOOD KIT RPC-2416

Accessories
Part Number Description

CT-4P2C Connector for Power & Control w/4 Power (65A) & 
2 Control. Fits CT-16 Hood & Base.

CT-10-F Receptacle for CT-8 Panel Base
CT-10-M Matching Plug for CT-10-F
CT-16-F Receptacle for CT-16 Panel Base
CT-16-M Matching Plug for CT-16-F
CT-24-F Receptacle for CT-24 Panel Base
CT-24-M Matching Plug for CT-24-F
CT-FCG1216 Flat Cable Bushing for FC-1216 Cable
CT-HSCG Flat Cable Bushing with Heat Shrinkable

Tubing for Outdoor Applications
CT-8 COVER Dust Cover Hood for CT-8 Base
CT-16 COVER Dust Cover Hood for CT-16 Base
CT-24 COVER Dust Cover Hood for CT-24 Base
CT-SR HDW KIT Strain Relief Hardware Kit (Snap-Links, Eye Bolts,

Thimbles and Cable Clamps)

Enclosed Pendant Push But ton Stat ions

L Series Pendant Push But ton Stat ions

PPS Series Pendant Stat ions

J Series Pendant Stat ions -  Polypropylene Enclosures

RPS Series Pendant Stat ion -  Rubber Enclosures

PSW Series Stat ion -  Aluminum Enclosure

RPB Series Pendant Stat ions -  Rubber Enclosures

K Series Stat ions -  Polypropylene Enclosures

Square D® Pendant Stat ions

CT Series Plug and Play ComponentsCT Series Plug and Play Components

Quick Disconnect  Cables and Cable Accessories

Replacement Boots and Accessories

Motion and Accessor y Switch GuideCT-16 BASE KIT

CT-16 PANELBASE

CT-16 HOOD KIT

CT-16-F CT-16-M

CT-FCG1216

CT-HSCG

CT-16 COVER

* CT-FCG1216 Bushing Required for use with FC-1216 Festoon Cable.
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